
MARCH 12, 1993
HIGHLY ERODIBLE SOIL MAP UNIT LIST

CHIPPEWA COUNTY
C = .18, R = 110

TYPICAL TYPICAL
RECORD MAP UNIT SLOPE SLOPE
NUMBER SYMBOL MAP UNIT NAME T K I PERCENT LENGTH LS HELC
------ ----- ------------------------------------------------------ --- ----- --- ------- ------- ---- ----
ND0007 341B ARVILLA SANDY LOAM, 1 TO 6 PERCENT SLOPES 3 0.20 86 4 175 0.50 NHEL
ND0007 341C ARVILLA SANDY LOAM, 6 TO 12 PERCENT SLOPES 3 0.20 86 9 150 1.40 PHEL*
MN0064 35 BLUE EARTH MUCKY SILT LOAM 5 0.28 86 1 200 0.16 NHEL
IA0075 85 CALCO SILTY CLAY LOAM 5 0.28 86 1 200 0.16 NHEL
IA0075 610 CALCO SILTY CLAY LOAM, FREQUENTLY FLOODED 5 0.28 86 1 200 0.16 NHEL
MN0059 444 CANISTEO SILTY CLAY LOAM 5 0.24 86 1 200 0.16 NHEL
MN0328 1868 CANISTEO STONY LOAM 5 0.24 0 1 200 0.16 NHEL
MN0262 371 CLONTARF FINE SANDY LOAM 4 0.20 86 1 200 0.16 NHEL
ND0002 847 COLVIN-SPICER SILTY CLAY LOAMS*** 5 0.32 86 1 200 0.16 NHEL
MN0218 591B DOLAND SILT LOAM, 2 TO 6 PERCENT SLOPES 5 0.32 48 4 175 0.50 NHEL
MN0218 891B2 DOLAND-SWANLAKE COMPLEX, 3 TO 6 PERCENT SLOPES, ERODED*** 5 0.32 48 5 175 0.71 NHEL
MN0218 891C2 DOLAND-SWANLAKE COMPLEX, 6 TO 12 PERCENT SLOPES, ERODED*** 5 0.32 48 9 150 1.40 PHEL*
IL0206 574 DU PAGE LOAM 5 0.28 48 1 200 0.16 NHEL
SD0140 141A EGELAND SANDY LOAM, 0 TO 2 PERCENT SLOPES 5 0.20 86 1 200 0.16 NHEL
SD0140 141B EGELAND SANDY LOAM, 2 TO 6 PERCENT SLOPES 5 0.20 86 4 175 0.50 NHEL
SD0178 339B FORDVILLE LOAM, 2 TO 6 PERCENT SLOPES 4 0.24 48 4 175 0.50 NHEL
SD0178 339A FORDVILLE SILT LOAM, 0 TO 2 PERCENT SLOPES 4 0.24 48 1 200 0.16 NHEL
MN0391 60 GLYNDON SILT LOAM 5 0.28 86 1 200 0.16 NHEL
MN0391 881 GLYNDON-QUAM SILTY CLAY LOAMS*** 5 0.28 86 1 200 0.16 NHEL
ND0012 45B MADDOCK LOAMY FINE SAND, 1 TO 6 PERCENT SLOPES 5 0.17 134 4 175 0.50 NHEL
ND0012 45C MADDOCK LOAMY FINE SAND, 6 TO 12 PERCENT SLOPES 5 0.17 134 9 150 1.40 NHEL
MN0103 246 MARYSLAND LOAM 4 0.28 86 1 200 0.16 NHEL
ND0145 89 MCDONALDSVILLE SILTY CLAY 4 0.28 86 1 200 0.16 NHEL
ND0076 434 PERELLA SILTY CLAY LOAM 5 0.28 38 1 200 0.16 NHEL
ND0002 1866 PERELLA-COLVIN SILTY CLAYS*** 5 0.32 86 1 200 0.16 NHEL
MN0075 344 QUAM SILTY CLAY LOAM 5 0.28 38 1 200 0.16 NHEL
MN0058 992E ROCK OUTCROP-COPASTON COMPLEX, 2 TO 40 PERCENT SLOPES 2 0.28 56 21 100 4.40 PHEL
MN0077 290B ROTHSAY LOAM, 2 TO 6 PERCENT SLOPES 5 0.32 56 4 175 0.50 NHEL
SD0196 957B2 ROTHSAY-ZELL COMPLEX, 3 TO 6 PERCENT SLOPES, ERODED*** 5 0.32 86 5 175 0.71 NHEL
SD0196 957C2 ROTHSAY-ZELL COMPLEX, 6 TO 12 PERCENT SLOPES, ERODED*** 5 0.32 86 9 150 1.40 PHEL*
MN0154 423 SEAFORTH SILT LOAM 5 0.28 86 1 200 0.16 NHEL
MN0318 1802 SPICER-QUAM SILTY CLAY LOAMS*** 5 0.28 86 1 200 0.16 NHEL
MN0063 31D STORDEN LOAM, 12 TO 18 PERCENT SLOPES 5 0.28 86 15 100 2.50 HEL
MN0357 1849D STORDEN STONY LOAM, 6 TO 25 PERCENT SLOPES 5 0.28 0 16 100 2.80 PHEL*
MN0078 127A SVERDRUP FINE SANDY LOAM, 0 TO 2 PERCENT SLOPES 4 0.20 86 1 200 0.16 NHEL
MN0078 127B SVERDRUP FINE SANDY LOAM, 2 TO 6 PERCENT SLOPES 4 0.20 86 4 175 0.50 NHEL
MN0078 127C SVERDRUP FINE SANDY LOAM, 6 TO 12 PERCENT SLOPES 4 0.20 86 9 150 1.40 PHEL*
MN0300 595E SWANLAKE LOAM, 18 TO 25 PERCENT SLOPES 5 0.28 86 22 100 4.80 HEL
MN0300 595F SWANLAKE LOAM, 25 TO 40 PERCENT SLOPES 5 0.28 86 33 100 9.50 HEL
MN0282 597 TARA SILTY CLAY LOAM 5 0.28 38 1 200 0.16 NHEL
IA0165 94B TERRIL LOAM, 2 TO 6 PERCENT SLOPES 5 0.24 48 4 175 0.50 NHEL
ND0229 234 TONKA SILTY CLAY LOAM 5 0.32 38 1 200 0.16 NHEL
MN0283 324B TORNING VERY FINE SANDY LOAM, 2 TO 6 PERCENT SLOPES 5 0.32 86 4 175 0.50 NHEL
MN0156 421B VES LOAM, 2 TO 6 PERCENT SLOPES 5 0.24 48 4 175 0.50 NHEL
MN0356 1864B VES STONY LOAM, 1 TO 6 PERCENT SLOPES 5 0.17 0 4 175 0.50 NHEL
SD0201 338 WAUBAY SILTY CLAY LOAM 5 0.28 38 1 200 0.16 NHEL
IA0072 113 WEBSTER SILTY CLAY LOAM 5 0.28 38 1 200 0.16 NHEL



HIGHLY ERODIBLE LAND CLASSIFICATION
-----------------------------------------------------------
NHEL = NOT HIGHLY ERODIBLE LAND
PHEL = POTENTIALLY HIGHLY ERODIBLE LAND AND REQUIRES A FIELD VISIT TO DETERMINE A REPRESENTATIVE SLOPE PERCENT AND

LENGTH FOR FSA PURPOSES.
HEL  = HIGHLY ERODIBLE LAND

*  THESE PHEL MAP UNITS ARE CONSIDERED HEL BASED ON TYPICAL SLOPE PERCENTAGE AND LENGTH FOR DETERMINATIONS MADE IN
THE OFFICE.

** THESE PHEL MAP UNITS ARE CONSIDERED NHEL BASED ON TYPICAL SLOPE PERCENTAGES AND LENGTH FOR DETERMINATIONS MADE
IN THE OFFICE.

*** USE THE MOST LIMITING SOIL IN THE COMPLEX TO DETERMINE THE RATING.  ONLY ONE RATING IS GIVEN FOR A COMPLEX.

HELC FOR WIND EROSION IS BASED ON THE C X I DIVIDED BY T IS EQUAL TO OR GREATER THAN 8.

HELC FOR WATER EROSION IS BASED ON THE R X K X LS DIVIDED BY T IS EQUAL TO OR GREATER THAN 8.
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